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CONSJGNE DE NAVlGABlLlTE UReENTE (GNU) PUBLIEE PAR LA DlRECTlON GENERALE DE L'AVIATION 
CIVILE (FRANCE) SELON LES MODALITES DE L'ARTICLE 10.1 DU RfOLEMENT 1592/2002 DE L'UNIW 
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FRANCE. U, ARPARrtENT AUX AUTORITES NATIONALES DE LE REPERCUTER SUR EUX DES 
RECEPTION. 
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Date : 06 f4vrier 2004 Nb de pages : 3 

Ne UF-2OW-O23(A) - EUROCOPTER - H6licopt&es AS 365 N I SA 366 I EC 155 

OWET : VMflcation du fond de Wte  de Transmisslon Principale (BTP} (ATA 83) 

1. APPLICABIUTE ; 

tws  nurnkros de &de. I H4licbptdi%$ EUROCOPTER : - SA 355 N, N1, 
- SA366 GI,  - AS 365 N2, N3, 
- EC755 B, Bl, 

2. RAISON: 
Cette Cansigne de Navigabilte (CN) fait suite d la d m x m t e  d'une crique 6uf le fond de B f p  dun AS 365 N2. 
Cetk crique a et@ observt% sur la angle du fond de BTP d proxirnit4 immediate de la fiwtion d'un des larnfies 
et s'ktend ensulte wrs I'int8rleur du fond de BF,  puis sur le carter de 3Tp. La propagation de Gette crique peut 
entratner a terrne la perte de la fonctim de reprke du couple rotor par la structure, 

8. ACTIONS IMPERAflVES ET DELAIS D'APPUCATION : 
Les actions cl-apr&s sont rendues imp6ratives 4 la date dentree en vigueur de cette CN : 

: Le fond de BTP n'& pas une piece A subre en utilisatim, sad pour les wrslons EC 155 B: 01. I I  
n'& donc pas possible, en dehors des versions citees, de suivre les cycies specifiques de cette 
pike sur le BTP qui ont fait lbbjei d'une Revision G&r&rale (RG) ou d'une Rernlse en €tat (RE) 
durht lesquelles le fond de BTP B pu &re remplac6. 

3.1 Sor appareils de versions SA 365 N, N1 et SA 3&6 G I  : 
3.1.1. Equips d u n e  BTP n'ayant jamis subi de RG au de RE et ayant mdns de 9900 cycles : - appliquer le paragraphe 1B.1. du Telm Alwt EUROCOPTER (TA) cite en nif6rence 

correspondant d la version de I'appareiil, au plus tard a 9900 cycles, puis twtes les 1 S heures de 
VOI. 

3.1,ZEquipds d'une BTP n'ayant jamais subi de RG ou de RE et ayant 9900 cycles et plus. 
- appliquer le pragraphe 2.B.1. du TA cite en rfY&ence correspondant A la version de I'appareil, 

au ~ I L S  tard d la visite a?& le hmier  MI de b journee qui suit la dception de &e CN, puis 
tout& les 15 heures de vat. 

3.1.3.Equip2s d'uw BTP sortie de RG ou de RE : 
- appliquer IC paragraphe 2 8.f. du TA cite en reference corresp~n&nt a la version de I'apparell, 

au plus tard 0 la visite a p r h  le dernier vol de la j a m &  qui suit la reception de cette CN, puis 
toutes le6 15 heures de WI. 
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3.2Sur apparels de versions AS 385 N2, N3 : 
3.2.1. Equip& dune BTP n'ayant jamais sub1 de RG ou de RE et ayant mohg de 7300 oyoles : 

- appliquer le paragraphe 2.8.1 du TA cltC en r&2rence correspondant i~ la version de l'apparell, au 
plus tard B 7300 cycles, puis toutes les 15 heures de wl. 

3.2.2. Equipas d'une BTP n'ayant jamais subi de RG au de RE et ayant 7300 cycles et plus : 
- appliquer le paragraphe 2.8.1. du TA ob2 en r8f6rence correspondant A ia version de I'appreil, 

la vlsite apr& le dernier MI de la joum& qul suit la rt5ception de cette CN, puis au plus tard 
tautes les 15 heures de ml. 

3.2.3. Equip& dune BTP sortie de RG ou de R E  : 
- appliquer le paragraphe 2.8.1. du TA cite en Wifkrence correspondant la version de lapperell, 

au plus tard B la visite apres le demier woI de la journee qui suit la reception de cette CN, puis 
toutes les 15 heures de vot 

33.Sur appareils de versions EC 166 B, B1 : 
3.3.1. Equip% d'ur~ fond de ETP ayant moins de 2600 cycles : 

- appllquer le pamagraphe 2.82. du TA citB en reference carrespondant 2 la version de I'appareil, 
au  plus tard d 2600 cycles, puis aprhs chaque dernier MI de la javrn8e, sans depasser 9 heures 
de vol. 

3.3.2.Equlph d'un fond de BTP ayanl26W cycles et plus : - app;iquer le paragraphe 2.8.2. du TA cite en reference correspndant 4 la version de lappareil, 
au plus tard apks le demier vol de la joumee qul suit ia nhption de cette CN, sans depasser 
9 heures de vd,  puis apr& chaque demier va! de la joumee, sans dbpasser 9 heures de vol. 

3.4.Avant installation sur un appareil d'une BTP detenue en rechange, appltquer les actions requises par le 
paragraphe 3,1., 3.2. w 3.3. ci-d-us. 

Telex Alert EUROCOPTER AS 365 no 05.00.45 
Telex Alert EUROCQFIER SA 366 no 05.29 
Telex Alert EUROCOPlER EC 155 no 05AOD5 
routes rwionc ukdrieura approNes de ces Telex Alert sont acceptables). 

5. DATE D'ENTREE EN VIOUEUR : W s  receptior:. 

8. REMARQUE: 
Pour les questions cdncemant le contenu technique des exigences de cette CN, mtacter : 
EURoCoPTER (STXI) - ABrPport de Marsellle P m n c e  13725 Marignane Cedex- France 

Email ; Drrective.technical-support~urocjop~r,corn 

4. DOCUMENTS DE REFERENCE : 

TkI , + 33 (0)4 42 85 97 97 - F ~ x  1 + 33 (0)4 42 85 99 66 

TRANSLA TIDN (in case of dfliulty, refer to F m h  bxtl 

EMERGENCY AIRWORTHINESS DIRECTNE (GNU) PUBLISHED BY DIRECTION QENERALE DE 
L'AVIATION ClVlLE (FRANCE) ACCORDING TO ARTICLE 10.1 OF EUROPEAN UNION REGULATION 
1692f20dz 
THIS TEXT IS NOT SENT TO FORElGN OPERATORS OF AIRCRAFT NOT REGISTERED IN FRANCE. 
IT IS UP TO THE NATIONAL AUTHORlflES TO FORWARD 17 TO THEM ON RECEIPT. 

No UF-2004-023(A) - EUROCOPTER - AS 365 N I SA 366 I EC 155 helicopters 

SUBJECT: Check of the Maln Gear BOK (MGB] base plate (ATA 63) 

1. EFFECTMW 
EUROCOPTER helicopters. 

all serial numbers. 
- S A 3 6 5 V , N l ,  
- SA 366 GI, - AS 365 N2, N3, 
- EC 155 3. 81, 

2. REASON: 
This Airwwthiness Dlrectwe (AD] IS issued kltowing the discovery of a crack on the MGB base plate of an AS 
365 N2. This crack was detected in the HGB base plate, very close to the attachment of one of the laminated 
pads, and runs to the mide of the MGB base plate and then on the MGB casing. In time the growth of the 
Crack may lead to the lass Of &or torque to structure t-ansfer fuwtm 



02/69/2064 08:49 2029446058 CONSEILLER TRANSPORT PAGE 04/04  

7-02-2004 07:11 gsac: 01 46904840 Page 0031003 4 . *  

3. MANDATORY ACTlONS AND COFJlPLIANCE TIMES: 
The follosving measures are rendeml mandatory from the effective date of this AD: 

NOTA: The MGB base plate is not a part that is to be fdlawed up in service, except fct EC 155 B and B1 
aircraft vergions. It IS tClerebn not posslble - except far the EC 155 B and Blversions - to follow up 
the cycles specific to this part on overhauled or reoaired MGBs on which t h e  base prate may have 
been replaced during overhaul or repair of the MGB. 

3.1.0n SA 8Q5 N, N? and SA 3sB GI aircraft versions: 
3.l.l.Equpped with a MGB that has logged less than 5,900 cycles and ha3 never been overhauled or 

repaired: - comply with parapph 2 B.1. afthe referenced EUROCOPTER Alert Telex (AT) corresponding to 

a.l.2.Equipped with a MOB that ha6 logged 9,900 cycles and more and has never been overhauled or 
repaired: - comply wrth paragraph 2.6.1. of the referenced AT corresponding to the aircraft version, at the 

latest at the ALF-check (check after the last flight of the day) follawlng receipt of this AD, then 
every 15 FH. 

the aircraft version, at We latest at 9,900 cycles, then every 15 flying hours (FH). 

8.1.3.Equlpped with a newly overhauled of newly repaired MGB: 
- comply with paragraph 2.8.1. of the referenced AT corresponding to the airsraft version at the 

latest at the ALFtheck following receipt of this AD, then every 15 FH. 

8.2.01 AS 365 N2, N8 aircraft versions: 
a.2.i.Equipped with a MGB that has logged lesg than 7.300 cycles and has never been overhauled or 

repared: - comply with paragraph 2 6.1. of the referenced AT corresponding to the aircratl version, at the 

3.2.2.Equipped wRh a MG8 that has lcgged 7,300 cycles and more and has never been overhauled or 
repaired: - comply wlth paragraph 2.8.1. of the referenced AT corresponding tu the aircrafl version, at the 

latest at 7,300 cycles, then every 15 F'i 

latest at the ALFcheck follawlng receipt of this AD, then every 15 FH. 

3.2.3. Equipped with a newly averhacled or newly repaired W E ;  - mmpiy with paragraph 2.8.1. of the referenced AT corresponding to the aircraft version, at the 
latest ai the ALF-check foilawing receipt of this AD, then eery IS FH. 

f 

a.3.On EC 166 E, 81 aircraft versions: 
3J.1. Equipped with a MGB base plate that bas bggd less than 2,600 cycles: 

- wmoty with paragraph 2.8.2. of the referenced AT cdrresponding to the aircraft version, at the 
latest at 2,600 cycles, Wen after each last flight of the day, without exceeding Q M. 

3.3.2.Equipped Mh B MGB base pkte that has logged 2,600 cycles and more; - comply with paragraph 2.6.2. of the referenced AT corresponding to the aircrall we151u-1, at the 
latat  after the last flight of the day falbwing recelpt of this AD, without exmedhg 9 FH, then efter 
each last fllght of the day, wrthout exceeding 9 FH 

a.4.Belore installation on an alrcraft of a MGB held as spare cornply wrth the manuatory actions required by 
the paragraph 3.1., 3.2. Or3.3. above. 

4. REFERENCE..PUELICATION.S: 
EUROCOPTER AS 365 Alert Telex No. 05.00.45 
EUROCOPTER SA 366 Alert Telex No. 05.29 
EUROCOPTER EC 155 Alert Telex No. 05AClO5 

6. EFFECTIVE DATE: Upon receipt. 

6. ,REMARK: 
For questions concerning the technical contents of ihis A D S  requirements, contact; 
EUROCOPTER (STXI) - Alroport de Marsellie Provence 13725 Marig-mne Cedex - France 

E-mall: Directive. technlcal-suppwt~uraeapter.com 
T@I. t. 33 (0)4 42 85 97 97 - Fax: + 33 (OF 42 85 99 66 


